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LANGLEY PILOT MODEL EXPANSION TUBE 
By Wilfred J. Friesen 
Langley  Research  Center 
SUMMARY 
Free-stream  velocity  profile  measurements  have  been  made of expansion-tube 
flows  for  flow-core  velocities of the  order  of 6300 m/sec,  for  flow-core  densities p/po 
(where p is the gas density and po is the gas density at standard conditions) from 
3 X 10-4 to 2 x 10-3, and  over  flow  time  intervals of about 150 wec.  The  method of mea- 
surement  was  based  on  identifying a region of the  flowing tes t   gas  by photoionization  and, 
after a delay of a few microseconds,  photographing  the  displaced  position of the  region by 
the  light  emitted when an  electrical  current  was  passed  through it. The  main  conclusions 
reached  are  that  there is a flow core with a radius  between 50 and 60 percent of the  tube 
radius,   in which  the  velocity is uniform  to  within  5  percent,  and  that  the  method of mea- 
surement is a useful  technique  for  obtaining  velocity  profiles  within  this  range of test-gas 
density. 
INTRODUCTION 
The  purpose of the  present  investigation  was  to  measure  the  velocity  profile of the 
flow in  the  Langley  pilot  model  expansion  tube.  The  development of a method of making 
the  measurement  was  also a necessary  part  of this  investigation.  Some of the  basic  per- 
formance  characterist ics of the  9.55-cm-diameter  expansion  tube  and a detailed  descrip- 
tion of the  tube  and  the  nomenclature  used  herein  have  been  reported  in  reference 1. 
Flow-core  velocities of the  order of 6300 m/sec  and  flow-core  densities of the 
order  of p/po = 1 x 10-3 were the expected flow properties  in  the  expansion  tube. 
One of the  basic  problems  involved  in  making a direct   measurement is identifying 
a region of the  transparent  and  presumably  homogeneous  gas.  The  identification of a 
region of the  gas  generally  requires the addition of energy  to  the  region,  and  this  energy 
addition  should  introduce a minimum  disturbance  to  the  average  kinetic  energy of the 
molecules of the  flowing  gas. 
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One  approach  to  identifying  the  motion of the  gas, which was abandoned,  involved 
observing  the  drift of a cylindrical  shock  wave  in  the  gas.  The  technique  for  producing 
the  shock  wave  was  to  be a long  spark  struck  across  the flow  diameter.  This  shock  wave 
was  to be observed with a schlieren  system.  This  approach  was  abandoned after prelim- 
inary  experiments  indicated  that,  for  the  conditions  to  be  encountered  in  the  expansion- 
tube  flow, a long  spark  could  not be obtained  reliably  and  the  schlieren  technique  was not 
sensitive enough  to  observe  the  shock  wave  at  the  low  densities. 
The  technique  presented  in  this  paper is similar  to  the  approach  reported  in refer- 
ence 2 except  for the. use  of a different  means  to  identify  the flow  region.  In  reference 2 
a region of the  gas flow, in a wind tunnel,  was  identified  by  the  residual  ionization  pro- 
duced  by a long spark  struck  between  electrodes  in  the  gas.  The initial position of the 
region  was  photographed by the  light  from  the  spark.  After a suitable  time  delay  the 
final  position of the  region  was  photographed  by  the  light  produced  when a second  current 
pulse  was  passed  through  the now conducting  region. 
In  the  present  paper a region of the  gas  was  identified by partial  ionization with the 
use  of an  ionizing  source  external  to  the flow  region.  Some of the  advantages of this 
technique  are: 
(1) The initial position and diameter of the  partially  ionized  region  can  be  well 
defined  independent of the  electrical  characteristics of the  flowing  gas. 
(2) The  disturbance  to  the  gas flow  should  be  reduced  since  the  initial  position of 
the  region is determined  geometrically  and  additional  energy  need not be  added  to  the 
region  in  order  to  observe its initial  position. 
(3) The  diameter of the  region  can  be  controlled. 
The  final  position of the  displaced  region  was  observed by the  light  produced by a current  
pulse  through  the  ionized  region,  the  same  technique  that  was  used  in  reference 2. 
A  pulsed  electron  beam  was  used  in  the  first  attempts at ionizing a region of the  gas 
by means of an  external  source.  The  electron  source  produced a focused  beam  with  an 
energy of 20 000 electron  volts, a current  of 3 X 10-3 ampere,  and a pulse  duration of 
1 x 10-7 second. For static (no-flow) conditions in the test chamber of the expansion 
tube, at gas  densities  to  be  encountered  in  the  flow, this source  produced enough  ioniza- 
tion  to  be  detected  by  the  current  pulse. When this  source  was  tested  in  the  expansion- 
tube  flow,  insufficient  ionization  was  produced  compared with the  ionization  present  in  the 
wall  boundary  flow  to  be  detected by the  current  pulse.  The  failure of these  attempts  to 
use  an  electron  source  appeared  to  be  due  to  insufficient  beam  current.  Since a means 
of increasing  the  electron  beam  current was not  readily  available,  these  attempts  were 
discontinued. 
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The  ionizing  source  used  in  the  experiments  presented  herein  was a pulsed  beam 
of ultraviolet  light.  After a time  delay  the  final  position of the  ionized  column  was  made 
visible  by  passing a current  pulse  through  the  displaced  column which was  then 
photographed. 
The  work  presented  in  this  report  represents  the first direct   measurements of the 
velocity  profile of the  Langley  pilot  model  expansion  tube  flow  and  also  demonstrates  the 
feasibility of using  an  external  ionizing  source  for  the  study of low-density  gas  flows. 
SYMBOLS 
diameter of expansion  tube, 0.0955 meter  
local  diameter of the  cone of full  illumination of the  ultraviolet  light  source 
pitot  pressure 
init ial   pressure  in  intermediate  ( test-gas)  chamber 
initial pressure  in  acceleration  chamber 
tube  radius 
time  interval  between  passage of helium-air  interface  and  velocity 
measurement 
time  interval  between  ionization  and  detection of a region of the  gas flow 
flow  velocity 
average  flow-core  velocity of a single  profile 
limiting  velocity of an unsteady  expansion  wave 
displacement of ionized  column  parallel  to  tube axis 
radial position  with  respect  to  tube axis 
absorption  coefficient at standard  density 
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D  
F l dia eter    l i ti   lt i l t light source 
Pt t r
Pl i l r  i ter ediate (test-gas) chamber 
PlO eleration chamber 
R  
.6.tl en passage  -air interface and velocity 
.6.t2 l  d detection     
u  vel it
U c fl - vel cit    
U z  expansion a  
.6.x  l   t e i
y ith res   
a. t ity 
60.95 
P 
PO 
boundary-layer  thickness,  measured  from  tube  wall  to  point  where  velocity 
is 95 percent of core  velocity 
gas  density 
gas density at standard  conditions (1.293 kg/m3 for  air) 
DESCRIPTION OF APPARATUS 
A static test  chamber  was  used  in  addition  to  static  tests  in  the  expansion-tube  test 
section  for  development of the  velocity  measuring  technique.  The  purpose of the  static 
tests  was  to  determine  some of the  properties of the  ultraviolet (uv) source  and  operating 
parameters  for  the  source  and  detector  circuitry.  No attempt  was  made  in  these  static 
tes ts  to simulate  the  density  distribution which  would be  present  under  flow  conditions. 
Thus  the  windowless  uv  light  source,  for  example,  was  operated  in air at the  test-chamber 
density  during  static  tests  but  was  operated  in  helium  at  much  lower  density  during  an 
expansion-tube  run. 
The  velocity  profile  measurements  were  conducted  in  the free s t ream of the  test  
section of the 9.55-cm inside-diameter  Langley  pilot  model  expansion  tube.  Figures 1 
and  2  schematically  show the arrangement of the  primary  apparatus  about  the  test  sec- 
tion. The essential components are the uv light  source,  detector  electrodes,  camera, 
time-interval  detector,  and  flow-events  detectors. 
Pulsed uv Light  Source 
Figure  2  shows  the  main  details of the windowless light source. The light is pro- 
duced  from  an  electrical  discharge  in a 0.076-cm-diameter,  1.9-cm-long  pyrex  capillary 
tube which was open to the test  section  at  one end. The  0.025-cm-diameter  pointed  tung- 
sten  electrode  was  pulsed  negative to  approximately 30 000 volts  for a duration of 
0.1  ysec.  The  collimating  tube  serv.es as the  electrostatic  shielding  and is operated at 
ground  potential.  The  pulse  generator  consisted of a coaxial  cable  in which the  energy 
was  stored.  This  cable  was  charged  to 40 000 volts  and  was  discharged  through  the 
source. The stored energy in the pulser was approximately 4 joules. The uv-source 
pulser  circuit is shown  in  figure 3(a)  and is similar  to  that  described  in  reference 3. 
Detector  Electrode 
The  detector  electrode  consisted of a 0.025-cm-diameter  tungsten wire recessed 
1.27 cm  from  the  end of a plastic  tube  and is schematically  shown  in  figure 2. The  'pulse 
generator  for  the  detector  electrode  was  similar  to  the  pulse  generator  for  the uv light 
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source  and is shown in figure 3(b). The  circuit  produced  approximately a 4000-volt  pulse 
of 0.1-psec  duration at the  detector  electrode. 
Camera 
A  biplanar  diode  was  used as the  electronic  shutter  for  the  camera. A shutter  was 
required because  considerable  light is associated with portions of the  flow  following  the 
testing  region of the  flow in  the  expansion-tube  cycle.  The  front  and  relay  optics of the 
camera  were f/2 and f/1.9, respectively. A l-psec shutter-open time was used. The 
picture  was  photographed  on  high-speed  film. 
Time-Interval  Detector 
The  time  interval  between  ionization of the  gas by the uv  light  and  the  illumination 
of the  displaced  ionization  region  was  obtained  from a photomultiplier  signal.  The  photo- 
multiplier  viewed  the  visible  light  scattered up  the  plastic  detector  electrode  from  the 
uv  light source,  which was  in  line with it, and  from  the  illuminated  region  in the test 
chamber.  The  signal  from  this  photomultiplier  was  displayed  on  an  oscilloscope  along 
with a l-psec  timing  calibration  signal  on  the  same  oscilloscope  channel. 
Flow-Events  Detectors 
The  arr ival  of the  test  air a t  the test  section  was  detected by two detectors.  One 
detector  was a photomultiplier  which  viewed  the  end of the  expansion  tube,  where  the  flow 
entered  the  test  section.  This  detector  responded  to a low-level  light  signal  associated 
with the  helium-air  interface.  The  second  detector  was a thin-film  heat-transfer  gage 
located  in  the  wall of the  expansion  tube  approximately 26 cm  upstream of the test sec- 
tion.  This  detector  responded  to  the  helium  shock  wave which immediately  preceded  the 
arr ival  of the  test air. These  detectors  provided the reference  time  for  determining  the 
position of the  velocity  measurement  in  the  test-air flow  and were  used  for the initiation 
of the  sequence of events  in a velocity  measurement. 
BASIS FOR  VELOCITY  MEASUREMENTS 
The  velocity  measurements  were  based  on  at least two assumptions: 
1. A  region of the  gas  could  be  identified  from  the  surrounding  gas by partial  ioniza- 
tion of the gas  in  the  region by means of ultraviolet  light  from  an  electrical  discharge  in a
capillary. 
2. The  position of the  partially  ionized  region  could be detected  from  the  light 
emitted when an electrical current  was  passed  through  the  region. 
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To assess the first assumption, tests were  conducted  in  the static test chamber  and 
the  results are presented  next  under  the  heading '!Identification." To assess the  second 
assumption, tests were  conducted  during  the  course of the  velocity  measurements  in the 
expansion  tube  and  the  results are presented  in  the  "Discussion of Results"  section  under 
the  heading  'Detection. '' 
Identification 
Ionization  produced by uv light.- A windowless  parallel-plate  ionization  chamber 
was  placed at the  center of the  static  test  chamber.  The  ionization  chamber  was  located 
16.5 cm  from  the uv source.   Figure 4 shows  the  variation of the ion  density  observed at 
the  center of the  static  chamber with  the  static  chamber  density  for a typical  source.  The 
ion  density  was  estimated  from  the  measured  ionization  and  the  geometry of the  system. 
Also  shown in  figure 4 is the  relative  response of a photomultiplier  which  viewed a 
low-level  light  which  was  emitted  from  the air in  the  light  path of the  source. By the  use 
of a bright visible light  source it was shown that  the  response of the  photomultiplier was 
not  due  to  the  scattering of visible  light  emitted by the uv source.  The  light  viewed by 
the  photomultiplier  was  assumed  to  be  associated with the  ionization of the air in  the 
chamber. 
Diameter of ionized  region.-  Figure 5 shows  the  photomultiplier  response as the 
region  in  the  center of the  chamber  was  scanned  perpendicular  to  the  ionizing  beam.  The 
solid  curves  indicate  those  data for which a small  magnet was placed  near  the  source  to 
deflect  electrons  emitted by the  source.  The  curves are normalized,  for  the  sake of 
comparison,  to  the  peak  values  occurring with the  magnetic  field  present.  The  curves 
show  that  the width of the  excited  region is essentially  independent of the  chamber  density 
and is in  agreement with  the  estimated  cone of full  illumination of the  source.  Figure  5 
shows  that  electrons  from  the  source  have  the  greatest  effect  at  the  lower  densities. 
Attenuation of ionizing  beam.-  Figure  6  shows  plots of the  relative  photomultiplier 
response for positions along the uv beam axis for several chamber densities p/po. The 
height of the  scanning slit was  made  large enough  to insure  that  the  entire  local  beam 
diameter  was  included  for all positions  along  the  beam axis. The  individual  curves  in 
figure 6 tend  to  indicate  an  exponential  behavior  which would be  in  agreement with  photon 
absorption. 
Figure 7 shows a plot of the  effective  absorption  coefficient  referred  to  standard 
density (CY) for  the  ionizing  radiation.  These  results  were  estimated  from  the  slopes of 
the curves of figure 6 for each chamber density. The values of Q shown in figure 7 are 
of the  same  order of magnitude as the  values of the  monoenergetic  photoionization  coeffi- 
cients of nitrogen and oxygen in reference 4. In  figure 7 CY tends  to  increase with a 
decrease in chamber density. Since CY is not constant with changes in chamber density, 
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the uv source  cannot  be  approximated by a monochromatic  source  over  the  range of 
chamber  densities shown. 
Duration of ionization  time  interval.-  The  duration of the  low-level  light  from  the 
ionization  was  about  10-7  second,  which  corresponded  to  the  pulse  duration of the  properly 
terminated  pulser.  The  visible  light  from  the uv light  source  had a longer  duration  than 
the  light  from  the  ionized  region  and  the  intensity of this  visible  light  increased  with  an 
increase  in  chamber  density. 
EXPANSION-TUBE TEST CONDITIONS 
The  driver  chamber  was  pressurized with room-temperature  hydrogen  to a self- 
burs t   p ressure  of about 9.7  MN/m2. 
The  test-gas  chamber  was  filled  with air or  nitrogen  to a pressure  of 22 t o r r  
(2930 N/m2) with the exception of th ree   runs   a t  100 to r r  (13 300 N/m2). 
The  acceleration  chamber  was  filled with helium (He). Three  main  pressures  were 
used  in  order  to  obtain  data  over a range of flow-core  densities.  Data  were  also  taken 
for at least three  different  times  behind  the  He-(air  or  nitrogen)  interface  for  each  initial 
condition p10. Since no observable differences were noted between operation with air o r  
nitrogen,  the He-(air or  nitrogen)  interface  will  be  called  the  He-air  interface.  Each 
determination of the  velocity  profile  required a separate  expansion-tube  run  and  several 
test  conditions  were  repeated  in  order  to  check  the  reproducibility of the  results.  The 
number of runs  made  for  each  condition  reported  in  this  paper is given  in  table 1. 
TABLE 1.- EXPANSION-TUBE TEST CONDITIONS 
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PROCEDURE 
The  velocity  measurements  were  made  in  the air or nitrogen  flow  following  the 
He-air  interface.  The  sequence of events of a velocity  measurement  was  triggered  from 
the  arr ival  of the  He-air  interface at the test section  either by the  photomultiplier  viewing 
the  entrance  to  the test section  or  the  heat  transfer  gage  located  approximately 26 cm 
upstream of the  test  section. 
Figure 8 is a schematic  diagram of the  time  sequence of events which followed  the 
a r r iva l  of the interface at the test section. After a delay A t 1  which was varied over a 
range of 20 to 150 psec ,  a column of the  test  air was  ionized by pulsing  the  uv  light  source. 
After a delay At2 of about  2  psec,  the  displaced  column  was  illuminated by pulsing the 
detector  electrode.  The  camera  shutter  was  synchronized with the detector pulse so that 
the  illuminated  displaced  column  was  photographed. 
The  time  behind  the  He-air  interface at which the  velocity  measurement  was  made 
(Atl)  was  obtained  from  the  oscilloscope  display of the  photomultiplier  which  viewed  the 
entrance  to  the  test  section.  The  time  interval  between  the  ionization  and  detection of the 
ionized  column  (At2)  was  obtained  from  the  oscilloscope  display of the  photomultiplier 
which  viewed  the  visible  light  scattered  up  the  plastic  detecting  electrode. 
The displacement of the ionized column Ax at various positions across the flow 
core during the time interval At2 was obtained from microdensitometer scans of the 
photograph.  The  electrodes  were  illuminated  and  photographed  prior  to  the  run  on  the 
same  fi lm on  which  the data  were  recorded.  The  position of the  electrodes  on  each  film 
was  used  for both the  reference  position  and  scale-factor  calibration  for  each  run.  The 
initial position of the  ionized  column  with  respect to the  electrodes  was  obtained  from 
scans of photographs  taken  under  static  conditions  on a separate  film. 
Samples of the  data  for  an  expansion-tube  run are shown in  f igures 9, 10, and 11. 
ACCURACY AND PRECISION 
The  overall  accuracy of the  velocity  determined  depends  directly  on  the  accuracy of 
the measurements of Ax and At2. The accuracy of the profile of velocity determined 
depends only on the accuracy of the measurement of Ax since the time interval At2 is 
presumed  to  be  common  to all elements of the flow. The  time  behind  the  He-air  interface 
at which the  velocity  was  measured  was  defined  to  about *5 psec.  
Uncertainties in Ax 
Some of the  quantities which would affect  the  accuracy of Ax are uncertainties  in 
the  film  and  densitometer-chart  scale  factors,  in  the  location of the  center of the  luminous 
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region,  and  in  the  correction  for  the  beam  alinement.  The  compounding of these  uncer- 
tainties  leads  to  an.estimated  precision  in Ax of about *l percent. 
Scale  factors.-  The  positions of the  electrodes which appeared on the  film  were 
used  to  obtain  the  scale  factor  for  relating  the  position of the  displaced  column  on  the 
densitometer  scan  chart  to  the  position of the  column  in  the  test  section.  The  distance 
between  electrodes  was  measured to about kO.1 percent. A scale  factor was determined 
for each  run  in  order  to  minimize  the  effects of possible  changes  in  film  dimensions  due 
to  processing  and  atmospheric  conditions. An upper  bound  for  uncertainties  due  to  the 
dimensional  instability of the  film  was  estimated  from  the  magnification  obtained as the 
ratio of the  estimated  distance  between  the  electrodes  on  the  film  compared with the  mea- 
sured  distance  between  the  electrodes  in  the test section.  The  standard  deviation  from 
the  mean  magnification  for 28 runs  in  which the  camera  position  remained  the  same  was 
rt0.28 percent.  The  standard  deviation  from  the  mean  overall  scale  factor  for  relating 
position  on  the  densitometer  chart  to  position  in  the  test  section  for  the  same 28 runs was 
k0.48 percent. 
Location of center of luminous  region.-  The  reproducibility of locating  the  center 
of the  luminous  region was tested by 10 repeated  scans of the  films  from  four  runs.  The 
standard  deviation was rt0.0064 cm  for  points  in  the  core of the flow and  increased  to 
*0.023 cm  in  the  boundary flow. The  standard  deviation  for  the  entire  group of 40 com- 
parisons was rt0.015 cm.  The  larger  deviation  obtained  for  values  in  the  boundary  flow 
is due  in  part  to  the  reduced  brightness of the  column  and a diffuse  luminous  background 
in  the  boundary  layer.  The  error of the  measurements  due  to  uncertainties  in  locating 
the  center of the  region was about rt0.5 percent  in  the  flow  core  and  varied  to  about *5 per- 
cent  in  the  boundary flow. The  line-pair  resolution  specified by the  manufacturer of the 
camera  system  for  the  magnification  used was 0.023 cm or better. 
~ -~~ ~. ~ - 
Beam-alinement  correction.- A correction was applied  for  the  alinement of the 
ionizing  beam.  This  correction was obtained  for  each  setting of the  electrodes  from a 
photograph of the  luminous  region  taken  under  static  conditions  in  the  test  chamber of the 
expansion  tube.  The  range of the  applied  correction was f rom 0.010 cm  to 0.076 cm, 
k0.008 cm  for  positions  near  the  center of the flow. 
- -~ 
Uncertainties in At2 
Some of the  factors which contribute to uncertainties in At2 are uncertainties  in 
the  measurement of the  time  interval  on  the  oscilloscope  record,  calibration of the  oscil- 
loscope  record,  pulse  shape,  and  time  delays. 
Measurement of time  interval.-  The  reproducibility of measuring the time  interval 
At2 between  pulses  on  the  oscilloscope  record  was  estimated  from 40 measurements  to 
be k0.005 psec.  The 40 measurements  were  comprised of four  repeated  measurements 
~. ~ ~ 
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time  interval (2 psec) is then *0.25 percent. 
Calibration.- A calibration of the  oscilloscope  record  while  recording  the data on 
each  run  was  provided by a 1-psec  t ime  marker  which  was  superimposed  on  the  signal 
input of the  oscilloscope. An upper bound for  the  precision of the  calibration  factor of 
k0.4 percent  was  estimated  from  the  standard  deviation  from  the  mean of the  calibration 
factors  of 28 runs. 
Pulse  shape.-  The  time  interval At2 was measured between two pulses which 
were not identical in. shape.  The  shape of the  light  pulse  from  the  detected  region of the 
gas as observed by the  time-interval  detector  agreed with the  shape of the  electrical 
pulse  from  the  detector  pulser.  The  light  pulse  observed by the  time-interval  detector 
and  used  for  indicating  the  ionization of the  gas  was  produced by the  visible  light  from  the 
uv light  source  with  the  possibility of some  fluorescence of the  detector  electrode  plastic, 
since  the  optical  path  to  the  photomultiplier  was  opaque  to  the  ionizing  radiation.  This 
pulse  has a slightly  larger rise time  and a longer  decay  than  the  detector  pulse.  The 
light  from air excited  by  the  ionizing  radiation  was  found  to  have a pulse  shape  in  agree- 
ment with the  electrical  pulse of the  uv-light-source  pulser  and  similar  to  the  detector 
pulse. The time interval At2 was taken as the time interval between the initial rise of 
the two pulses,  and  the rise time of the  ionizing  pulse  was  assumed  to  be  the  same as the 
rise time of the  detector  pulse. If the  time  interval  had  been  assumed  to  be  the  interval 
between  peak  values of the  pulses  displayed,  the  time  interval would have  decreased  about 
0.07 psec;   for  a 2-psec  time  interval,  this  assumption would have decreased At2 by 
about 4 percent. 
Time  delays.-  The  source  light  pulse  and  the  detector  light  pulse  were  viewed by 
the  same  photomultiplier  and  displayed  on  the  same  oscilloscope  channel so that  the  opti- 
cal  and  electronic  time  delays  were  the  same  for both  light  pulses. 
DISCUSSION OF RESULTS 
Detection 
Criterion  for  valid  luminosity.- An examination of the  photographs  shown  in  fig- 
u re  11 shows a diffuse  background  luminosity,  which  appears  to  be  associated  with  the 
boundary-layer  region of the flow,  and also a brighter  luminous  path  between  the  source 
and  detector  electrodes  that is not symmetrical  about  the  expansion-tube axis. An inter-  
change in  the  positions of the  two  electrodes  showed  that  the  nonsymmetry  was  associated 
with the  positions of the  electrodes  and  was not  due  to a lack of symmetry  in  the flow 
about  the  tube axis. 
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The  criterion  used  to  determine which  luminous  regions  correspond  to  the  displaced 
ionized  region  in  the  flowing  gas  was  that  the  flow  velocity  estimated  for a point in   the 
flow must be independent of the displacement Ax and the elapsed time interval At2. 
Several  expansion-tube  runs  were  made  for two conditions p10 in  which  the  time  inter- 
val between ionization and detection At2 was varied. The results of these runs are 
plotted in figure 12 with At2 as a parameter. In these figures the displacement as a 
function of position across  the  tube  diameter is shown  and also  the  velocity  computed for 
each  position is plotted. 
Figure 12 shows that in the flow region from y/R = -1.2 (detector electrode) to 
y/R = 0 the displacements of the  luminous  region are in  agreement  with  the  criterion of 
validity. Figure 12 also shows that in the flow region from y/R = 1.2 (source electrode) 
toward y/R = 0 the displacements of the  luminosity are not in  agreement with the cr i -  
terion of validity  and are therefore  not  associated  directly with the motion of the flow. 
Extraneous  luminosity.-  The  nature of the  luminosity  near  the  source  electrode  was 
investigated  primarily  in  terms of its  possible  effect  on a velocity  measurement,  and its 
cause is not really  understood.  The  possibility  that  the  luminous  region was  due to par- 
t icles or  a jet of gas  from  the  capillary  discharge was  tested by moving  the  source far- 
ther  from  the axis of the  expansion  tube  and  placing  an  electrode with an  aperture at the 
same  position as the  original  end of the  source  electrode.  This  displacement of the 
source  caused a reduction  in  the  uv-light  intensity  in  the  test  region  but  the  penetration 
of the  luminous  region  was  the  same as for  the  closer  position of the source.  This  effect 
is not consistent with the  increased  transit  time  required  for  particles or  a jet of gas. 
Some of the  phenomena  observed  during  these  experiments  were  that (1) the  luminous 
region  extends  further  into  the  flow  for a decrease  in  central  density,  and (2) the  region 
a lways  appears to  be  attached  to o r  originates at the  hole of the  source  electrode.  In a 
few cases   there  was  a limited  region  in  the flow where the two luminous  regions  were 
observed  to  overlap. 
These  observations are consistent with a model  in which  photoelectrons are emitted 
a t  the  wall of the  collimating  hole  in  the  source  electrode by visible  light  from  the  capil- 
lary  discharge  and  are  accelerated  into  the  gas flow by the  electric  field when the 
detecting  pulse is applied.  Thereby a preferred  discharge  path  in this region of the flow 
is provided.  This  speculation is introduced  here  primarily  to  indicate  the  possibility that 
the  mechanism by which this  luminous  region is produced  may be initiated  during  the 
detecting  pulse  and would  not therefore  influence the flowing  gas  during a velocity 
measurement. 
Diameter of detected  region.-  Measurements of the  diameters of the  detected  lumi- 
nous  column  for  static  conditions are compared with the  local  diameters of the cone o-f 
full  illumination  in  figure 13. The  diameters  were  obtained  from  densitometer  scans of 
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the  photographs  with  the  assumption  that  the  column  was  uniformly  luminous  across  any 
diameter. As a general  trend,  these  curves lie parallel  to  the  dashed-line  representing 
the diameter estimated  for  the  cone of full  illumination of the uv  light,  with departures  in 
the  vicinity of the electrodes. 
Figure 13 shows  an  increase  in the diameters  with an increase  in  the  delay  time 
At2 for  the  lower  densities.  The  diameters at the low densities appear to converge to 
the  same  value  in  figure 13(b). 
In  figure 14 the  diameters of the  luminous  column  for a position  near  the  center of 
the column are compared  for both flow and static  conditions.  This  comparison  shows 
resul ts   for  a range of densities  and  for two delay  times  between  ionization  and  detection. 
There  appears  to  be a significant  difference  in the results  for  the static and  flow  condi- 
tions.  The  diameters  obtained  for  flow  conditions  appear  to  be  in fair agreement with the 
diameter of the  cone of full  illumination.  The  correction  for  motion  shown  in  figure 14 
was  estimated  to  account  for  the  blurring  due  to  the finite ionization  and  detection  time 
intervals of about 10-7 second  each.  The  diameters  obtained  for  the  static  conditions 
increase with  decreasing  density  to  about two times  the  diameter of the  cone of full  illu- 
mination. With the  exception of the  highest  density  condition,  the  differences  between  the 
static  diameters  and  the  diameter of the  cone of full  illumination a r e  about  an  order of 
magnitude  larger  than  the  differences  between  the  diameter after 2 psec  of diffusion of 
ions  from  the  ionized  column, as estimated by the  method of reference 5,  and  the  diameter 
of the  cone of full  illumination. 
The  photographs  obtained  under  flow  conditions are much  dimmer  than  those 
obtained for static conditions. An estimate of the magnitude of the  correction  to  the 
observed  diameters  due  to  nonlinearity of film  density  with  exposure is beyond the  scope 
of these  measurements  but would be  in a direction  to  bring  the  measured  static  and  flow 
diameters  into  closer  agreement. 
From  these  measurements,  only a qualitative  estimate of the  diameter of the  ionized 
column  can  be  inferred  from  the  luminosity  produced by passing a current  pulse  through 
the  ionized  column. 
Limitations of the  Method 
In  order  to  make a velocity  profile  measurement, a photograph of the  displaced 
luminous  detected  column  was  required.  Obtaining a useful  photograph will be  used as 
the  working  definition of a successful  measurement.  In  general  the  photographs  obtained 
for  the  velocity  profile  measurements  were  dim as compared with photographs  obtained 
for  static  conditions. 
12 
s ith the as umption that the column was uniformly luminous across any 
  r  t the dashed-line representing 
for the cone   f t, with  in 
it   . 
 s an increase in   elay time 
bot  t lo r densiti . The diam ters appear to converge to 
 l e in figure 
     i    
colu n flow and conditi This comparison shows 
 for    d for  t  t tion. 
 e    t e condi-
The diam ters obtained for flow conditions appear to be in 
 co   . The correction for m tion show in figure  
 count for the blur ing due to the   detection ti e 
 7 The diam ters obtained for the static conditions 
 S      l ill
ti   i st density condition, the diff rences between the 
  the diameter    t a  r  
 tha the differences between the diameter /-Lse    
  i ed column,       
  
 t
 static cond tions.  agnitude   rr ti to the 
eters due to nonlinearity  it with exposure 
t  i  to bring the measured static and flow 
 t. 
r ents, only  t ti e esti t   i   
 can be inferred from the luminosity produced  t  
 
  t  
  t,    
t te column was required. Obtaining  p t r
orking definition   In general the ph tographs obtained 
l ity profile easure t   i   btained 
t ti co i
 
The  electronic  shutter  used  in  the  camera  reduced  the  effective  intensity at the 
film by about a factor of 10. Without this  loss  in  photographic  sensitivity  the  range of 
density  for  successful  measurements is estimated  to  be  increased by about a factor of 2. 
Density.-  Successful  measurements  were  made  over a range of flow-core  densities 
p/po of 3 X 10-4 to 2 X 10-3. The density p/po = 3 x 10-4 was the lowest density for 
which a measurement  was  attempted.  The  photograph  obtained  was  dimmer  than  for  mid- 
range  densities.  Attempts  were  also  made  to  make  measurements at higher  estimated 
flow-core densities of p/po = 4 x lom3 and p/po = 8 x lom3. For p/po = 4 X 
only a portion of the  ionized  region  near  the  center of the  flow  core  was  detected,  and for 
p/po = 8 X the  attempts  were  unsuccessful.  The  limited  density  range  for  the 
method  may  be  expected  from  the  variation of the  ionization with  density  shown  in  fig- 
u re s  4  and 6. 
Distance  between  detector  electrode  and uv source.-  The  distance  between the 
detector  electrode  and  the  capillary  source was  increased  to 1.35 times  the  distance  used 
during  the  usual  measurements.  This  change was made  while  keeping  constant the dis- 
tance  from  the  detector  electrode  to  source  collimating  hole  and  the  solid  angle  subtended 
by the uv beam. Very dim photographs were obtained  for  several  runs with this  configu- 
ration.  These  results  suggest  that  reduction  in  ionization  density  may set a limit  to the 
distance  between  the  uv  source  and  detector  electrode. 
Delay  between  ionization  and  detection  At2.- For flow  conditions,  successful  mea- 
surements  were  obtained  for  delays  between  ionization  and  detection  up  to 2.4 psec.  For 
static  conditions,  delays  up  to  10  psec  produced  successful  photographs.  Since  the flow 
velocities  that were encountered  in  these  measurements  were all of similar  magnitude, 
the  results do not permit a determination of whether the limitation is primarily a function 
of time or  displacement of the  ionized  column  or both. 
Time  behind  He-air  interface At1.- A limit  to  the  minimum  time  behind  the  He-air 
interface  for which a successful  measurement  could be made  was  observed.  This  limita- 
t ion appears to be sensitive to pl0 or  density. Three attempts to obtain a measurement 
were unsuccessful for A t 1  = 20 psec, with pl0 = 0.01 to r r  = 1.3 N/m2. Under static 
conditions with the  chamber  filled  with He the  detector  pulse  did not illuminate  the  path 
of the  uv  beam.  The  reason  may be the  much  higher  ionization  potential of He as com- 
pared with nitrogen and oxygen.  A  possibility exists that some  time  interval  following 
the  passage of the  He-air  interface is required  to  flush  the initial He from  the  vicinity of 
the detecting electrode. The sensitivity of the limitation to pl0 may result  from the 
combined  effects of decrease  in  density  and  increase  in  boundary-layer  thickness as p10 
decreased. 
Extraneous  luminosity  near  source  electrode.-  The  luminous  region  near  the  source 
electrode  limits  the  observation of the  ionized  column.  The  distance  to  which this 
13 
I 
 l tr i  s tt r use  in the camera reduced the ef ective intensity  
    i ph t  t    
ity for succes ful measurements  to be increased    
ts ere ade over    
i Po  x 4  x 3. de sit  i P   4 t  lowest density for 
 t as a tempted. The ph tograph obtained was di mer than for mid-
Attempts were also made to make measurements  
densities  i P   10-3 i Po    10-3. r i P  x 10-3 
  i ized region near the center  l  cor  s etected, and 
i P   x 10-3 attempts w re nsuccessful. Th  limited density range for the 
 ay be expected from the variation  i ti   it  n in fig-
 bet een detector electrode and  - The distance bet ee  
     t ce used 
 r e ts. This change il keeping constant 
   c ll l  d the solid angle subtended 
the Very dim photographs i ed for l runs configu-
 These result  suggest that reduction in ionization denSity may  
   l tr e. 
t ionization and d tection .1.t2. -  iti s, ea-
t were obtained for delays betw en ionization and detection up to fJ.se  
, t 10 fJ. sec produced su ce sful photographs. Since the 
 tered in these measurements were  , 
 r lts      
 t  l  r 
 .1.t1.- t to the minimum time behind the He-air 
f ce for  r ent coul    . This limita-
  to P10 it . Three attemp s to obtain  
u s .1.   fJ.se  PlO   N/m2. 
i  l  id 
 The reason may i i  
. A poss bility t l f  
 s e   the i ity  
detecting electrode. The ens ivity   t P O  r s lt fro  the 
  i densit an i crease in boundary-layer thickne s P
 
 inOSity ne r  l i t r e 
it the observation  i i colu n. The distance to w ich 
 
i-
luminosity  extends  into  the  flow  (see  figs. 11 and  12)  depends  on  the  density  and  might 
l imit   measurements at low  densities. 
Velocity  Profile  Measurements 
The  results of the  velocity  and  velocity  profile  measurements are presented  in  fig- 
u r e s  15  to 20. The  results  presented  in  these  figures  were  obtained  from  data  in  the 
region  from  the  center  line of the  flow  to  the  vicinity of the  detector  electrode (y/R = 0 
to y/R = -1.1). The  reproducibility of a repeated-run condition is presented  in  figure 15. 
All  the  results  presented  in  figures  16  to 20 are in   t e rms  of two main  parameters - 
the initial He pressure  in  the  acceleration  chamber of the expansion tube p10 and  the 
time  after  the  passage of the  He-air  interface  Atl.  The  deviation  represented by a bar  
is the  estimated  standard  deviation of the  mean  and is indicated  except  where  the  size of 
the  plotting  symbol is larger  than  the  deviation. No uncertainty is indicated  for  those 
resul ts  which were  obtained  from a single  run. 
The velocities which are presented at A t 1  = 0 in figures 19(a) and 20(a) are the 
He-air  interface  velocities  obtained  from  microwave  data  (ref. l), since  attempts  to  mea- 
sure  the  velocity  close  to  the  interface were unsuccessful. 
The  arr ival  of the  expansion  fan  at  the  test  section, which is shown  in  figures 18, 
19,  and  20,  was  obtained  from  data  from  static-pressure  gages  located  along  the  expan- 
sion tube. 
Two velocities, uc and uz, were used in normalizing the results for comparison. 
The velocity uc is the average flow-core velocity. The velocity uz is the limiting 
velocity  obtainable by expanding  the  gas  in  the  intermediate  (test-gas)  chamber  to  nearly 
zero  pressure by an  unsteady  expansion  wave.  This  term is defined  and  evaluated  for 
air in reference 6. Values of uz typical of the two run conditions used for p1 were 
8595 m/sec and 6550 m/sec and are shown in table 1. Variations in uI are expected as 
a result  of variations  in  bursting  pressure  in  the  driver  chamber  and  ambient  tempera- 
ture. The standard deviation from the mean value of uz for  30 runs was 53 percent. 
The flow-core density p/po shown in figures 15, 16, 17, and 20 was estimated 
from  the  measured  velocity  and  the  central  pitot  pressure.  Pitot  pressure  was  measured 
for  several   separate  runs.  
Reproducibility of repeated  runs.- A comparison of the  velocity  and  the  velocity 
profile of the  expansion-tube  flow  for  repeated  runs is shown in  figure 15. The  average 
values of the  results of eight  expansion-tube  runs are plotted. The deviation indicated at 
each  data  point is the  standard  deviation  from  the  mean  at  that  position of the  tube  radius. 
These  results show  that  the  flow-core  velocities  were  reproducible  to  about k2.5 percent. 
The  velocity  profiles  were  reproducible  to  about lt0.7 percent  in  the  flow  core  and  about 
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16  percent  in  the  boundary flow. Figure  15  also  indicates  that  there is a flow core with a 
radius of approxim,ately  45  percent of the  tube  radius  in which the  flow  velocity is uniform 
to within 10.7 percent. 
Velocity  profile. - In  figure  16  the  velocity  profiles  about 50 y sec behind  the  inter- 
face are plotted  for  different  values of p10. The  results  show a core  of uniform  flow 
velocity  with a radius of about 40 percent of the  tube  radius  and a slight  increase  in  core 
radius with an increase in pl0 and corresponding increase in p/po. For each condi- 
tion  in  figure  16(a),  the  core  radius  for which  the  velocity is uniform  within  5  percent 
ranges  from 50 to 60 percent of the  tube  radius. 
In  each  part of figure  17  the  velocity-profile  results are plotted  for a given  value 
of pl0 and for various times behind the He-air interface. This figure shows a flow 
core of uniform velocity for each condition over the range of t imes A t 1  measured. 
There is an  indication  that  the  shape of the  velocity  profile is beginning to  change at the 
later values of A t 1  in each part  of the figure. 
" Boundary  layer.-  A  boundary-layer  thickness 60.95, where the velocity of the  flow 
has  fallen off to 95 percent of the  core  velocity,  was  estimated  for  each  run.  The  aver- 
ages of these  results are shown in  figure 18. For  times  later  than 50 ysec  the  resul ts  
indicate a slight decrease in the boundary-layer thickness with an increase in At1 and 
with an increase in  pl0. The boundary-layer thickness 60.99 for the He flow just 
ahead of the He-air interface,  which  was  estimated by using  reference 7, is shown  in  fig- 
u r e  18(a). The  maximum  values of the  boundary-layer  thickness  obtained  for  the air flow 
are about two times  the  estimated  boundary-layer  thickness  in  the  He  flow  ahead of the 
interface. 
A  laminar  boundary  layer  was  indicated  for all the  run  conditions by the  data  from 
thin-film  gages  and  pressure  transducers. 
Velocity.-  The  normalized  core  velocity  ucpz as a function of the  t ime behind the 
He-air interface and pl0 is shown in figure 19. The variation of the core velocity over 
a range of 150 y s e c  is about 8 percent. The core velocities uc for figure 19(a) lie 
between 5900 m/sec  and 6700 m/sec.  All  the  velocities which are presented  in  fig- 
u r e  19(a) can  be  included  within a velocity  spread of about 11 percent. 
Figure 19(b) shows an increase  in  velocity with a decrease  in   pl0  for   the two con- 
ditions of  p1 used. Figure 19(b) also shows the velocity that would be predicted by 
theory as pl0 is varied. The prediction was made by equating the helium shock velocity 
to  the  interface  velocity  (the  asymptote of the  leaky  piston  theory  (ref. 7)) and by equating 
the pressure behind  the  helium  shock  to the pressure of the air expanded  in  equilibrium. 
The pressure rise in  the  helium  between  shock  and  interface  was  thus  neglected. The. 
runs at p1 = 100 to r r  = 13 300 N/m2 fall somewhat above the predictions, while the runs 
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at p1 = 22 t o r r  = 2930 N/m2 were less than predicted. At low values of p10 the mea- 
sured  velocity  does  not  approach uz as rapidly as predicted, a resul t  which  may  be  due 
to  viscous  losses  in  the  expansion. 
Density.- Figure 20 shows the variation of the flow-core density p/po with At1  
and p10. The density was computed from the relation p = pt/uc2, where p is the 
density, pt is the central pitot pressure, and uc is the core velocity. 
Figure 20(a)  shows a continual  increase  in  density with time  for  the  lowest  value of 
pl0  and a decrease followed by an  increase  for  the  highest  value of p10. It should be 
noted  that  for the lowest  value of pl0  used,  the  expansion  fan  arrives  early  in  the  flow 
and  the  velocity  measurements  were all made  after  the  arrival of the  expansion  fan. 
Variations  in  the  density by factors of 1.5 to 5 are  indicated by  the  data  for a t ime  interval 
of about  150 psec behind  the  He-air  interface as compared with factors of only 1.1 to  1.3 
for  data  obtained  in  the  time  interval  between  the  He-air  interface  and  the  arrival of the 
expansion f a n ,  which is defined as the  expansion-tube test time. 
Figure 20(b) shows a decrease in the density with decreasing pl0. A comparison 
of figures  19  and 20 shows  that  the  core  density is a much  more  rapidly  varying  function 
of A t 1  and p l0  than  the  core  velocity. 
CONCLUSIONS 
A  method of measuring  the  velocity  profile of the  free-stream flow  in  the  Langley 
pilot model expansion tube was developed  and  tested.  Conclusions 1 to 5 were  reached 
with regard  to  the  method of measuring  the  velocity;  conclusions 6 to 10 concern  the 
properties of the  flow  and  were  obtained  from  results of the  velocity  measurements  over 
a range of flow-core density p/po (where p is the gas density and po is the gas 
density  at  standard  conditions) from 3 X to  2 X and  times behind the  He-air 
interface of up  to  about  150  psec.  These  conclusions are as follows: 
1. The  flowing  gas  was  tagged or  identified by partial  ionization with the  use of 
ultraviolet  light. 
2. The  position of the  ionized  region  could  be  detected or  located by passing a cur- 
rent  through  the  ionized  region. 
3. Only a qualitative  agreement  was  observed  between  the  shape of the  ionized 
region  and  the  detected  region,  with  the  agreement  appearing  to  be  better  for  flow  condi- 
tions  than  for  static  conditions. 
4. A  luminous  region not directly  associated with the  flow  appears  near  the  source 
electrode.  This effect does not allow  the  displaced  ionized  region  to  be  observed  near 
this  electrode. 
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5. Velocity  profile  data  could  be  obtained  for  velocities of the  order of 6300 m/sec 
and  over a range  of,flow-core  density p/po from 3 X to  2 X 
6. There is a flow core with a radius  in  the  range of 50 to 60 percent of the  tube 
radius  in which the  velocities lie within a range of 5  percent.  Within a flow-core  radius 
up  to 45 percent of the tube  radius,  velocities  were  observed  that  were  uniform  to  about 
*l percent. 
7. There is a slight  decrease  in  the  boundary-layer  thickness  with  an  increase  in 
the  core  density  and with increasing  time  behind  the  He-air  interface. 
8. The  velocities  measured  for a repeated-run  condition  were  reproducible  to 
within *2.5 percent. 
9. The  variation of the  core  velocity lies within a range of 8 percent  over a range 
of 150 p s e c  behind  the  He-air  interface. 
10. The  flow-core  densities  estimated  from  measured  velocities  and  pitot  pressures 
indicate  variations of factors of about  1.5  to  5  over  the  range of about  150 p s e c  behind  the 
He-air interface. However, within the expansion-tube test time, which is the  interval 
between the He-air interface  and the ar r iva l  of the  expansion  fan,  variations  in the core  
density of factors of only 1.1 to  1.3 were  indicated by the  data. 
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